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8X THESE CAP SCREWS SHOULD BE USED TO ATTACH THE INSTALLATION TEMPLATE (90237)
TO EITHER THE INSERT PLATE OR SADDLE TYPE FOUNDATIONS FOR ALIGNMENT AND 
INSTALLATION ASISTANCE OF THESE FOUNDATIONS ONLY. THEY SHOULD NOT BE USED IN 
THE ACTUAL INSTALLMENT OF THE GYRO MOUNTING.
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REV NO. ECN NO. ZONE DESCRIPTION DATE APPRVD.
1 RELEASED FOR PRODUCTION 06-FEB-2014 RSK
2 ADDED TRANSFER PUNCH 3/19/2015 RSK

3 0330
ITEM 1 WAS CHANGED TO MATCH INSTALL 

DWGS, BOLT CLEARANCE HOLES MADE 
SMALLER, TRANSFER PUNCH WAS .609 DIA.

9/14/2015 SAC

ITEM NO. PART NO. DESCRIPTION MATERIAL QTY.

3 40493 14.5mm TRANSFER PUNCH HARDENED STEEL 1
2 60245 SCREW, SOCKET HD CAP M14-2.0 X 35MM CLASS 10.9 ALLOY STL 8

1 90237 SEAKEEPER 9 GYRO INSTALLATION BOLT PATTERN TEMPLATE SEE BOM 1
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